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●Flam retardant material (UL94V-0) available by made 

to order.

Item Name D1 D2 D3 E T R Weight (g)

GS-NG-937-P100 9 6 3.5 1.2 3.7

0.6

0.5
GS-NG-1145-P100

11 8 5
1.5 4.5

GS-NG-1160-P100 3 6 0.7

GS-NG-1345-P100
13 10 7

1.5 4.5 0.5

GS-NG-1360-P100 3 6

1GS-NG-1545-P100
15 12 9

1.5 4.5

GS-NG-1560-P100 3 6

GS-NG-1955-P100
19 15 11

1.5 5.5

1

1.5
GS-NG-1970-P100 3 7

GS-NG-2155-P100
21 17 13

1.5 5.5 1.7

GS-NG-2170-P100 3 7 2

GS-NG-2355-P100
23 19 15

1.5 5.5 1.7

GS-NG-2370-P100 3 7 2.5

GS-NG-3065-P100
30 25 20

1.5 6.7

1.2

3

GS-NG-3080-P100 3 8 3.5

GS-NG-3565-P100
35 30 25

1.5 6.7 4

GS-NG-3580-P100 3 8 5

GS-NG-4275-P50
42 36 30

1.5 7.5 7

GS-NG-4290-P50 3 9 8

Material Hardness Colour
EPDM 50° 5° Black±


