SLIDING DOOR ROLLER GS-JC115 L Type w/ Bracket

®Bearing with rubber seal (dustproof seal type) provides excellent
—_— water resistance.
®Ideal for exterior application.
®2 bearings are used for wheel, providing smooth movement even
for heavy doors.
©®Gap between bracket and wheel absorbs deformation and allows

for smooth movement.
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[Applications]
OGates, etc. e

GS-JC115-100L

[Application Example]
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No.| Part Name Material Finish D— = C$7W E
Bracket Steel (SPHC) Clear Zinc Chromate
Wheel Ductile Cast Iron Black Enamel Finish 3%GS-JC115-75L shown. Brackets other than above are of
Bearing - - the same shape as the picture.
flemName | D |Di |W |Wi| A |B| C | E | H | H |H|d|1| p | |-oCopaciy|Load Capacty) Weigh
N/2 pes kgfi2 pes (kg)
GS-JC115-75L 90| 75|32 | 52|120| 43 |24 8 95| 87.5| 67 1115 | 94| 32 6370 650 13
GS-JC115-100L | 120|100 | 36 | 57| 145| 47 |26 10 125|115 90 115 11760 1200 2.3
GS-JC115-150L | 150|130 | 43 | 91|250| 60 |33 165|155 |137 2035 | 185 | 6 21580 2200 6
GS-JC115-200L 200|170 | 50 | 107 | 290 | 70 [36.5|13.5 215|200 |160 216 24500 2500 10.5




